
Ottoman
DUO CONNECTOR

24”D x 18”W x 18”HDUC-2418-USO-18



892 Industrial Park Drive
Shelby, MI 49455
P: 231.861.2194 | F: 231.861.6678
www.mtcontract.com
sales@mediatechnologies.com

mediatechnologies contract

®

DUO CONNECTOR

90˚ Open and Closed

RECTANGLE STANDARD SIZES

MODEL DEPTH” WIDTH” HEIGHT”

DUC-2418-USO 24 18 18/25
DUC-2418-USC 24 18 18/25

SQUARE STANDARD SIZES

MODEL DEPTH” WIDTH” HEIGHT”

DUC-2424-USO 24 24 18/25
DUC-2424-USC 24 24 18/25

45˚ WEDGE STANDARD SIZES

MODEL DEPTH” WIDTH” HEIGHT”

DUC-2420-USCR45 24 20 18/25
DUC-2420-USCFR45 24 20 18/25
DUC-2436-USOR45 24 36 18/25

90˚ WEDGE STANDARD SIZES

MODEL DEPTH” WIDTH” HEIGHT”

DUC-2435-USCR90 24 35 18/25
DUC-2452-USOR90 24 52 18/25

Rectangle Open & Closed

DUC-2418-USO-18 DUC-2418-USC-18

Square Open & Closed

DUC-2424-USO-18 DUC-2424-USC-18

45˚ Closed, Curved and Flat Back

DUC-2420-USCR45-18 DUC-2420-USCFR45-18 DUC-2436-USOR45-18

45˚ Open, Curved Back

DUC-2452-USOR90-18DUC-2435-USCR90-18

DUO CONNECTORS

Seat: Choose fabric for seat cushion.

Base: Available in oak or maple veneer and high-pressure 
laminate. Choose PVC or wood edgband.

Steel Legs: Choose from our selection of powder coats.

See MTContracts’ Finish selections at  
https://www.mtcontract.com/resources/finishes 
View our fabric choices at  
https://www.mtcontract.com/resources/fabrics

To Order, Choose Finish Selections & Options

General Specifications
Seat: Fully upholstered seat cushion comprised of 3-1/4” high density foam. 

Base Assembly: The base assembly is fabricated from 1” thick engineered 
wood with premium grade oak or maple with wood edges or high-pressure 
laminate faces with 3mm PVC edges.

Leg Assemblies: Legs are fabricated from 5/16” plate steel and include a 
curved profile with a square mounting plate. The bottom of each leg is fitted 
with a threaded weld nut and 1-7/8” black leveling glide.

cs-duoconnector-stool-210423

• 3-1/4” thick luxurious upholstered cushion.
• Closed base and open base models available.
• Available with premium grade oak, maple or high pressure 

laminate faces. 
• Edges are 3mm PVC or 3mm Wood.
• Metal legs are fabricated of  5/16” plate steel and include a 

square mounting plate and a pair of decorative gussets. The 
bottom of each leg is fitted with a threaded weld nut and 
1-7/8” ABS black leveling glide.

• 2 Power / 1 Dual USB / 1 Open port
• White and black face plate available
• 72” and 120” cords available

 POWER CONNECTIVITY 
* available on closed units only.

AZ-2P2USB-72W

Water Resistant
Power Outlets

 2 Active USB

1 Open Port


