## General Specifications

Table Top: Table tops are 1-1/4" thick, three-ply 45\# particleboard construction with .050 " high-pressure laminate top surface, a .030 " phenolic backer and a 3 mm PVC edgeband. Square corners on banded tops have a $1 / 8^{\prime \prime}$ radius.

Steel Crank-End Base: Three-stage column is 2 mm square powder coated steel tube. Outer tube is $2.76^{\prime \prime}$. Middle tube is $2.48^{\prime \prime}$. Inner tube is $2.20^{\prime \prime}$. Foot is $3^{\prime \prime} \times 1 / 2^{\prime \prime}$ machined powder coated steel bar. Each foot is fitted with (2) $5 / 16^{\prime \prime}-18 \times 1 / 2^{\prime \prime}$ long threaded stem levelers with black nylon base. Top of column fitted with 8 " $\times 8^{\prime \prime} \times 1 / 4$ powder coated steel mounting plate. Mounting plate and foot attached to column with set of (4) 8 mm bolts at the top and bottom of each column. Base height is adjusted by hand crank with retractable handle. Base adjustment range without top is 26 " to $43-3 / 4$ ". Contact the factory for available powder coat colors.

Electric Motor Base: Two-stage column is 2 mm square powder coated steel tube. Outer tube is $2.76^{\prime \prime}$. Inner tube is $2.48^{\prime \prime}$. Foot is $3^{\prime \prime} \times 1 / 2^{\prime \prime}$ machined powder coated steel bar. Each foot is fitted with (2) $5 / 16^{\prime \prime}-18 \times 1 / 2^{\prime \prime}$ long threaded stem levelers with black nylon base. Top of column fitted with $8^{\prime \prime} \times 8^{\prime \prime} \times 1 / 4 "$ powder coated steel mounting plate. Mounting plate and foot attached to column with set of (4) 8 mm bolts at the top and bottom of each column. Base height is adjusted by electric motor. Base adjustment range without top is 26 " to $45-3 / 4^{\prime \prime}$. Contact your sales representative for available powder coat colors.


X-Base Pneumatic: Single column is 2 mm square powder coated steel tube. Outer tube is $2.76^{\prime \prime}$. Inner tube is $2.48^{\prime \prime}$. Each foot is $3^{\prime \prime} \times 1 / 2^{\prime \prime}$ machined powder coated steel bar. Each foot is fitted with (2) $5 / 16^{\prime \prime}-18 \times 1 / 2^{\prime \prime}$ long threaded stem levelers with black nylon base. Top of column fitted with $1 / 4$ " powder coated steel mounting plate. Mounting plate is attached to column with set of (4) 8 mm bolts at the top and bottom of each column. Base adjustment range with levelers without top is $17-1 / 2^{\prime \prime}$ to $27-1 / 4^{\prime \prime}$. Contact your sales representative for available powder coat colors.

Note: Optional casters add 2" to the starting height of the adjustment range.

| Model Number | Description |  |  | Model Number | Description | Wt | Porter Table T Base Table, Adjustable Height |  |  |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
|  |  | WtList <br> PriceAdjustable Glides |  |  |  |  | $\begin{aligned} & \text { List } \\ & \text { Price } \end{aligned}$ | Model Number Wt List Price <br> Mobile, with Flip top and 4 casters |  |  |
|  |  |  |  | Mobile, with 4 casters |  |  |  |  |  |
| PT18-C2448-ADJ | $24^{\prime \prime} \mathrm{D} \times 48^{\prime \prime} W \times 27-1 / 4$ " -45 ", Hand crank adjustable | 87 | \$1,953 |  | PT18-C2448-ADJ-4C | $24^{\prime \prime} \mathrm{D} \times 48^{\prime \prime} \mathrm{W} \times 29-1 / 4^{\prime \prime}-47^{\prime \prime}$ | 89 | \$2,084 | PT18-C2448-ADJ-FT-4C | 89 | \$2,438 |
| PT18-C2448-EHADJ | $\begin{aligned} & 24 " D \times 48 " W \times 27-1 / 4 "-47 ", \\ & \text { Electric motor adjustable } \end{aligned}$ |  | \$2,914 | PT18-C2448-EHADJ-4C | $24^{\prime \prime} \mathrm{D} \times 48^{\prime \prime} \mathrm{W} \times 29-1 / 4^{\prime \prime}-49^{\prime \prime}$ |  | \$3,045 | PT18-C2460-ADJ-FT-4C | 99 | \$2,527 |
| PT18-C2460-ADJ | $24 " D \times 60 " W \times 27-1 / 4 "-45 "$, Hand crank adjustable | 97 | \$2,000 | PT18-C2460-ADJ-4C | $24^{\prime \prime} \mathrm{D} \times 60^{\prime \prime} \mathrm{W} \times 29-1 / 4^{\prime \prime}-47^{\prime \prime}$ | 99 | \$2,134 | PT18-C2472-ADJ-FT-4C | 109 | \$2,585 |
| PT18-C2460-EHADJ | $24 " D \times 60 " W \times 27-1 / 4^{\prime \prime}-47 ",$ <br> Electric motor adjustable |  | \$2,963 | PT18-C2460-EHADJ-4C | $24^{\prime \prime} \mathrm{D} \times 60^{\prime \prime} \mathrm{W} \times 29-1 / 4^{\prime \prime}-49^{\prime \prime}$ |  | \$3,095 | PT22-C3048-ADJ-FT-4C | 101 | \$2,540 |
| PT18-C2472-ADJ | $24^{\prime \prime} \mathrm{D} \times 72^{\prime \prime} \mathrm{W} \times 27-1 / 4$ " $-45^{\prime \prime}$, Hand crank adjustable | 107 | \$2,058 | PT18-C2472-ADJ-4C | $24^{\prime \prime} \mathrm{D} \times 72^{\prime \prime} \mathrm{W} \times 29-1 / 4^{\prime \prime}-47^{\prime \prime}$ | 109 | \$2,191 | PT22-C3060-ADJ-FT-4C | 114 | \$2,602 |
| PT18-C2472-EHADJ | $24 " D \times 72 " W \times 27-1 / 4 " \text { - 47", }$ <br> Electric motor adjustable |  | \$3,019 | PT18-C2472-EHADJ-4C | $24^{\prime \prime} \mathrm{D} \times 72^{\prime \prime} \mathrm{W} \times 29-1 / 4 \prime-49^{\prime \prime}$ |  | \$3,152 | PT22-C3072-ADJ-FT-4C | 126 | \$2,672 |
| PT22-C3048-ADJ | $30 " D \times 48 " W \times 27-1 / 4 "-45 "$, Hand crank adjustable | 99 | \$2,016 | PT22-C3048-ADJ-4C | $30^{\prime \prime} \mathrm{D} \times 48^{\prime \prime} \mathrm{W} \times 29-1 / 4^{\prime \prime}-47^{\prime \prime}$ | 101 | \$2,147 |  |  |  |
| PT18-C2472-EHADJ | $24 " D \times 72^{\prime \prime W} \times 27-1 / 4^{\prime \prime}-47 ",$ <br> Electric motor adjustable |  | \$2,978 | PT18-C2472-EHADJ-4C | $24^{\prime \prime} \mathrm{D} \times 72^{\prime \prime} \mathrm{W} \times 29-1 / 4^{\prime \prime}-49^{\prime \prime}$ |  | \$3,109 |  |  |  |
| PT22-C3060-ADJ | $30 " D \times 60 " W \times 27-1 / 4 "-45 "$, Hand crank adjustable | 112 | \$2,074 | PT22-C3060-ADJ-4C | $30^{\prime \prime} \mathrm{D} \times 60^{\prime \prime} \mathrm{W} \times 29-1 / 4^{\prime \prime}-47^{\prime \prime}$ | 114 | \$2,209 |  |  |  |
| PT22-C3060-EHADJ | $30^{\prime \prime} \mathrm{D} \times 60^{\prime \prime} \mathrm{W} \times 27-1 / 4^{\prime \prime}-47^{\prime \prime}$, <br> Electric motor adjustable |  | \$3,036 | PT22-C3060-EHADJ-4C | $30^{\prime \prime} \mathrm{D} \times 60^{\prime \prime} \mathrm{W} \times 29-1 / 4^{\prime \prime}-49^{\prime \prime}$ |  | \$3,171 |  |  |  |
| PT22-C3072-ADJ | $30 " D \times 72 " W \times 27-1 / 4$ " $-45 "$, Hand crank adjustable | 124 | \$2,146 | PT22-C3072-ADJ-4C | $30^{\prime \prime} \mathrm{D} \times 72^{\prime \prime} \mathrm{W} \times 29-1 / 4^{\prime \prime}-47^{\prime \prime}$ | 126 | \$2,278 |  |  |  |
| PT22-C3072-EHADJ | $30 " D \times 72 " W \times 27-1 / 4 " \text { - 47", }$ <br> Electric motor adjustable |  | \$3,108 | PT22-C3072-EHADJ-4C | $30^{\prime \prime} \mathrm{D} \times 72^{\prime \prime} \mathrm{W} \times 29-1 / 4^{\prime \prime}-49^{\prime \prime}$ |  | \$3,240 |  |  |  |




Set Up Charges and Upcharges for Non-Standard and Custom Finishes
Model Number Description List Price
Group 2 Powder Coat Set up charge, per color, per order, for Group 2 Powder Coat \$329
Non-Standard PVC Upcharge, per color, per order, for non-standard PVC \$911

Required to order: Model \# including:

- HPL selection
- PVC edgeband
- powder coat color (Porter adjustable height table bases are available in a limited number of powder coat color options. Contact factory for details.

STANDARD TOP SHAPES


