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Main Unit Rear
DMDL-C3096L-29

DMDL-C3096L-29

DOMINO RECEPTION DESK

DOMINO

• Configure to fit your needs with three sizes of right and left main units 
and 36” return units.

• High-pressure laminate work surface. Transaction top included.
• Grommets are available and should be ordered separately.
• Available in premium wood veneer or high-pressure laminate finishes.
• Contact your sales representative about combining finishes for a 

unique signature piece or to match a design motif.
• Choose a main finish and an accent finish, if you wish. 

Return Unit Right Front
Return Unit Left 
DMRL-C3036L-30

Return Unit Right 
DMRR-C3036L-30

Cabinet Base: Choose a high pressure laminate or premium  wood 
veneer, as applicable. 

Overlay Panels: Choose from our selection of high pressure 
laminates or wood veneers, as applicable.

Worksurface: Choose from our selection of high pressure 
laminates and PVC edges. 

Transaction Top: Choose high pressure laminate or wood veneer, 
as applicable. PVC or wood finish edge choice required. 

See MTContract’s finish choices at
https://www.mtcontract.com/resources/finishes

To Order, Choose Finish Selections & Options

Cabinet Base/Toe: The inside front and side panels that comprise the base 
cabinet, including the toe, shall be 3⁄4” particleboard core with 3mm banding 
on the bottom edge and .5mm banding on the exposed side edges. Panels 
are joined with glue and dowel construction. Panels shall be finished on both 
faces in high-pressure laminate or premium wood veneer (unless another 
species is specified). The cabinet base shall include a sub top of 3⁄4” particle 
board core with 3mm banding on the user edge.

Decorative Overlay Panels: Decorative front and side overlay panels are 3⁄4” 
particleboard core with .050” high-pressure laminate or sequenced premium 
oak veneer faces (unless another species is specified) with .5mm banding. 
Top overlay panel is 2-7/8” O.A. height. Middle overlay panel is 16-7/17” O.A. 
height. Lower overlay panel is 2-7/8” O.A. height.

Work Surface: The worksurface shall be 1-1/8” particleboard core with .050” 
high-pressure laminate and .030” phenolic backer surfaces. The worksurface 
shall receive 1⁄4” wood banding.

Transaction Top: Transaction Top worksurface is 1-1/8” particleboard core 
with .050” high- pressure laminate faces and 1⁄4” wood banding. Transaction 
top supports are 3⁄4” particleboard core with .050” high-pressure laminate 
faces and 3mm banding. Transaction top front and side faces are 3⁄4” 
particleboard core with .050” high- pressure laminate or premium oak veneer 
(unless another species is specified) with 3mm banding. There is a mitered 
joint between front and side faces. (Transaction top is typically not included in 
construction of returns).

General Specifications

 C
 3mm 
 PVC

 EDGE TYPES FOR TRANSACTION TOP

 E
 3mm 
 Wood
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DOMINO MAIN UNIT LEFT STANDARD SIZES

MODEL DEPTH” WIDTH”
WORK SURFACE

HEIGHT”
TRANS TOP
HEIGHT” r

DMDL-_3084_- 30 84 29 42
DMDL-_3096_- 30 96 29 42
DMDL-_30120_- 30 120 29 42

DOMINO MAIN UNIT RIGHT STANDARD SIZES

MODEL DEPTH” WIDTH”
WORK SURFACE

HEIGHT”
TRANS TOP

HEIGHT”
DMDR-_3084_- 30 84 29 42
DMDR-_3096_- 30 96 29 42
DMDR-_30120_- 30 120 29 42

DOMINO RETURN UNIT RIGHT 
STANDARD SIZES

MODEL DEPTH” WIDTH” HEIGHT”

DMRR-_3036_- 30 36 29
DMRR-_3042_- 30 42 29
DMRR-_3048_- 30 48 29

PEDESTAL HANGING FILE/FILE
MODEL DEPTH” WIDTH” HEIGHT”

WHPS612218-W-LL 18 14.8125 20

DOMINO RETURN UNIT LEFT 
STANDARD SIZES

MODEL DEPTH” WIDTH” HEIGHT”

DMRL-_3036_- 30 36 29
DMRL-_3042_- 30 42 29
DMRL_3048_- 30 48 29
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